## MINI FLOOD FIXTURE

- Material: Powder Coated Cast Aluminum
- Lens: Clear, Heat Resistant, Tempered Glass Lens

Available Finish: Bronze

- ETL Approved

| MODEL <br> NUMBER | LAMP <br> TYPE | ILLUMINANT <br> TYPE | WATTS <br> $(\mathbf{W})$ | VOLTS <br> $(\mathbf{V})$ | LAMP(S) <br> INCLUDED? |
| :--- | :---: | :---: | :---: | :---: | :---: |
| DF6435 | HID | HPS | 35 | 120 | YES |
| DF6450 | HID | HPS | 50 | 120 | YES |
| DF6470 | HID | HPS | 70 | 120 | YES |
| DF6500 | HID | HPS | 100 | 120 | YES |
| DF6550 | HID | HPS | 150 | 120 | YES |
| DF6560 | HID | MH | 50 | 120 | YES |
| DF6570 | HID | MH | 70 | 120 | YES |

Replacement Glass Lens: P-GLS-DF6435 (sold separately)
Photo Control Option Available (sold separately)
Optional Spike Available: LV-S6-B (sold separately)
Overall Dimensions:
$6.25^{\prime \prime} \mathrm{H} \times 9.25^{\prime \prime} \mathrm{W} \times 6.25$ "D


Weight: 7.2 lbs
Approximate Wire Length: 7.00"
Box Dimensions: 9.50 " H x $7.00^{\prime \prime} \mathrm{W} \times 6.63^{\prime \prime} \mathrm{D}$

DABMAR LIGHTING INCORPORATED

