## LARGE WALL AND POST MOUNT FIXTURE



Overall Dimensions:
$20.25^{\prime \prime} \mathrm{H}$ x $14.13^{\prime \prime} \mathrm{W}$ x $6.63^{\prime \prime} \mathrm{D}$

Maximum Height: 22.38"
Minimum Height: 20.25
Width: 14.13"
Maximum Depth: 6.63"
Minimum Depth: 6.63"
Weight: 27.40 lbs
Approximate Wire Length: N/A
Box Dimensions: $17.50^{\prime \prime} \mathrm{H} \times 21.50^{\prime \prime} \mathrm{W} \times 8.00^{\prime \prime} \mathrm{D}$


Material: Powder Coated Cast Aluminum
Lens: Clear, Heat Resistant, Tempered Glass Lens
Available Finish: Black, Bronze
ETL Approved

| MODEL <br> NUMBER | LAMP <br> TYPE | ILLUMINANT <br> TYPE | WATTS <br> (W) | VOLTS <br> (V) | LAMP(S) <br> INCLUDED? |
| :---: | :---: | :---: | :---: | :---: | :---: |
| DF7525-MT | HID | HPS | 250 | MT | YES |
| DF7540-MT | HID | HPS | 400 | MT | YES |
| DF7675-MT | HID | MH | 175 | MT | YES |
| DF7725-MT | HID | MH | 250 | MT | YES |
| DF7740-MT | HID | MH | 400 | MT | YES |

Optional Slipfitter Required for Post Mount Applications (sold separately)
Photo Control Option Available (sold separately)
Fixture Guard Available: P-GRD-DF7525 (sold separately)
Lumens: 400W MH - 36,000 Lm (lumens may vary)

DABMAR LIGHTING INCORPORATED

